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Cable Address 
“TRIBLOC” Philadelphia 
Iron Age Code on page 8 


FORD CHAIN BLOCK CO. 

Second & Diamond Streets, PHILADELPHIA, PA., U. S. A. 
Manufacturers of Hoists and Trolleys 


Other Code T'r• 1 
Lleber’s 


Products 

Screw Gear Chain Hoists 
Screw Hoists 
Differential Hoists 
Plain and Geared Trolleys 

Advantages of Ford “Tribloc” Hoists 

Among the advantages peculiar to the Ford “Tribloc” 
hoists are the following: the parts are simple and few; the 
gears are centered on the main bearing, producing balanced 
gear pressures; the gears are made of steel, covered by an 
independent dustproof steel case; all other working parts 
are made of steel, including the hooks, chain and swivel, 
which are made of forged steel. 

Guarantee 


The working parts of every Ford “Tribloc” are guaran¬ 
teed, in writing, for five years. 



“TRIBLOC* FIG. 2. FORD “TRIBLOC" 

% to 2 tons 12 to 20 tons 


“TK1 BLOC’" CHAIN HOISTS 


No. 

Capacity 

Hoisting 

Distance 

Retching 

Distance 

Distance 

Between 

Hooks 

1 Net 

Weight 

Chain Pull 
to Lift 

Full IiOad 

Code 

Word 


ton 

t. 

ft.* 

in. 

ft. -Ml. 

cm. 

in. 

cm. 

lb. 

kg. 

lb. 

kg 


A 1 

H 

0,45 

8 

2.4 

9 3 

282 

15 

38 

53 

24 

62 

28 

ALLEC, 

A 2 


0,91 

8 

2.4 

9 5 

287 

17 

43 

80 

36 

82 

37 

AI JOY 

A 3 

l*s 

1.4 

8 

2.4 

9-7'•> 

305 

19'j 

50 

124 

56 

no 

50 

A LOOT 

A 4 

2 

1,8 

9 

2.7 

110 

335 

24 

61 

188 

85 

120 

54 

ALBOD 

A 5 

3 

2.7 

10 

3.1 

12-8 

386 

32 

81 

200 

91 

114 

52 

ALDAY 

A 0 

4 

3.0 

10 

3.1 

13-1 

399 

37 

94 

mo 

132 

124 

56 

ALSOP 

A 7 

5 

4,5 

12 

3.7 

15-9 

480 

45 

114 

380 

172 

110 

50 

ALTRY 

A 8 

6 

5.4 

12 

3,7 

15-10 

4 S3 

46 

117 

390 

176 

130 

59 

ALOST 

A 9 

8 

7,3 

12 

3.7 

16-3 

495 

51 

130 

470 

213 

135 

61 

AK1ND 

A10 

10 

9.1 

12 

3.7 

16-9 

511 

57 

145 

570 

259 

HO 

64 

AMEND 

All 

12 

10,9 

12 

3.7 

Hi 9 

oil 

57 

145 

K00 

363 

1301 

59 

ATEST 

A12 

16 

14,5 

12 

3.7 

17 1 

521 

61 

155 

1000 

454 

135t 

61 

A YARD 

A13 

20 

18.1 

12 

3.7 

IS 5 

561 

77 

196 

1375 

624 

1401 

64 

AGOYD 

A14 

32 { 

29,0 

— 

— 

- 

— 

— 

— 

— 

— 

— 

— 

— 

A15 

401 

36,3 

— 

— 

— 

— 

— 

— 

— 

- 

— 


— 


•Figures denote li.-iuht in feet which blocks with regular lengths of chain will hoist alx>ve 
level on which operator stands. 
tFor each hand chain. 

{Prices and full particulars sent ii|>on application 


Construction 

Gears —The use of steel planetary spur gears, instead 
of cast iron, maintains the highest possible efficiency, and 
prolongs the life of the hoist. 

Loop Hand Chain Guide (Patented) —An endless steel 
loop, with fixed guide strips adjacent to the flanges of the 
wheel, extending from one guide to 
the other and conforming to the cir¬ 
cumference of the wheel. 

The advantages of this construc¬ 
tion over the strap guide, ordinarily 
used, are: (1) it protects the hand 
wheel and working parts from dam¬ 
age; (2) it effectually prevents “gag¬ 
ging” of hand chain and injury to 
block, even when hoist is operated at 
high speed; (3) it permits rapid 
travel of hand chain without over¬ 
riding the flange of the hand wheel 
and (4) it insures a safe and durable 
hoist. 

The Loop Hand Chain Guide is 
furnished as standard equipment for 
Ford “Triblocs” in all sizes from J4 
to 40 short tons (0,23 to 36 met. 

tons )- FIG. 3. LOOP 

^ GUIDE 

Chains and Hooks — Are made 
from carefully selected steel stock 

having high tensile strength combined with great ductility. 

Inspection —All parts are subjected to the most rigid 
inspection and test before being assembled. 



Differential and Screw Hoists 

Differential hoists are desirable 
for occasional use where efficiency 
and speed are not essential. Ca¬ 
pacity M to 3 tons of 2000 lb. 
(0,23 to 2,72 met. tons). 

Screw hoists, although not as effi¬ 
cient as the Ford “Tribloc,” are 
sometimes preferred for portable 
use, as they are much lighter and 
at the same time powerful and 
durable. Capacity % to 10 tons of 
2000 lb. (0,45 to 9,07 met. tons). 

Steel Plate Trolleys 

Both plain and geared types car¬ 
ried in stock for immediate ship¬ 
ment. Made to fit any I-beam. 



FIG. 4. ROLLER BEARING 
STEEL PLATE TROLLEYS 
GEARED TYPE 


FIG. 5. 

SCREW HOIST 
DUPLEX TYPE 
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